.200 
.400+ 
- 
.005 
.000 


2.350 


1.550 


2.21 


1.14+ 
- 
.000 
.020 


2X 
2.450 


.820 


2X 10-32 UNF 


.25 


10-32 UNF 


.88 


1.560±.002 


1.770+ 
- 
.000 
.002 


R.13 


5.74 
.500 
1.16 


2.94 


A 


A 


2X .03 X 45 


63 


1.126+ 
- 
.005 
.000 


1.109 


1.00 


3.05 


1.030 


.91 
2X .58 X 45° 


.890+ 
- 
.015 
.000 


R.13 


R.03 


R.03 


.030 X 45° 


.04 X 45° 


SECTION A-A 


BREAK SHARP 
EDGES 


63 


R.220 


1.110 


.890 


2.32 


2.06 


ASSY 
QTY 
ASSY 
QTY 
B/O 
Part # 
UNIT 
QTY 
Description 
Material 
B/O INFORMATION OR SPECIFICATIONS 


SWA6A-100 
1 
LOWER END 
SS 17-4, H1075, H1150 
Ø2-1/2 X 5-7/8 


REVISIONS 


REV 
ECR 
DESCRIPTION 
DATE 
INITIAL 
APPROVED 


6 
AS DRAWN BY CANAM. 
11/15/2012 
JAG 


7 
15-0088 
CH'D DIMENSION OF TOP FLANGE WAS 1.14 IS 1.14 +.000 -.020. 
4/16/2015 
RJC 
JAG 


This drawing, specifications, and concepts contained here in are the sole property of 
Dart Aerospace, and may not be reproduced or used in any fashion without the 
prior written permission of Dart Aerospace Eugene, OR. 


2. DIMENSIONAL LIMITS APPLY AFTER 
PLATING 


1. BREAK ALL SHARP EDGES .015 x 45 
OR .015R 


.XXX 


.X 
.XX 
.005 


.1 
.01 


SCALE 


DWG NO. 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES 


TITLE 


SHEET 1 OF 1 


SWA6A-100 


DATE 
2/1/2002 
1:2 


7 


REV 


ANGLES ±.5° 
FRACTIONS ± 1/8 
FINISH 


SPEC 


TREAT 
HEAT 
APPROVED 


DRAWN BY: 
CANAM 
D Weil 


USED ON MODEL 


LOWER END 


MAT'L SS 17-4, H1075, H1150 


